Robusta Collection — Size Compatto

A

PRODUCT INFORMATION * latte (RAL 1019)

Materials:

= Robusta Compatto consists of 4 main
elements.

1. Metal frames (various material options

2. Worktop and sides (various material
options

3. Cupboard door inlays (various material
options)

4. Selection of appliances

Metal frame material options:
=  Steel
= Galvanized Steel

= Stainless Steel

Frame powder coating options:
= Black (RAL 9005)
= Anthracite (RAL 7016)
= Grey(RAL1012)
= Mocha (RAL 7006)




Work top & sides material options:

Marble: Kanfanar - 50mm
Granite: Steel Grey - 50mm
Granite: Nero Absolute - 50mm
Granite: Vizag Blue - 50mm
Granite: Verde Marina - 50mm

Granite: Multicolour Red - 50mm

Door inlay material options:

Wood — European Oak
Wood — Brazil Nut (IPE)
Wood —Siberian Larch

Laminate — Various options



SPECIFICATION FEATURES

Kitchen modular system
Consists of:
= |ndividual kitchen modules which can be interchanged and joined together, based on the
client’s selected preference.
= The individual cupboard section measurements are: 600mm (1) x 600mm(w) x 850mm(h)
Available sections include:
SKO1 - Single door full height cupboard, with a single shelf.
SK02 — 2 drawers (of the same size) — with or without a cutlery drawer
SK04 — Single door cupboard with a built-in sink
SK19 — Fridge section with wine/storage rack and space for a built-in fridge
SKO5 — Dishwasher section with space for dishwasher

YV VVYVYY

= The cooking section measurements are: 1200(1) x 750mm (w) x 850mm(h)
Available sections include:
» SK16 — Cooking section with cradle for ceramic grill and 1 lower drawer
» SK17 — Cooking section with 2 cupboard doors (vertical)
» SK18 — Cooking section with 2 drawers (horizontal)

Maintenance

= After the kitchen has been used, clean down your kitchen appliances with a soft cloth and warm
(30’C) soapy water (if needed).

= Caustic cleaners, should be avoided at all times.

= Do not use abrasive metal brushes, steel wool or metal scrapers on your appliance surfaces.

= Do not use any soap inside the cooking appliances.

= Wood surfaces can be treated annually with wood oil, to provide the best chance of the wood
keeping its original colour.

= Your kitchen worktop is food hygiene approved and can be cleaned in the same manner as your
kitchen appliances. Use a soft brush or cloth and some soapy water.

= For kitchens near the ocean or salt-water environment, more frequent cleaning and servicing
should be conducted.

Usage
=  Qutdoor
= Undercover/indoor with sufficient ventilation and no more than 2 walls.

Utility requirements
= Allwater and electricity requirements are determined by the selected appliances.
= Utility access is determined by the kitchen location or specific on-site installations.

Delivery / Weight

+* The kitchen and appliances are all delivered in separately and assembled on site.
+» Total kitchen weight, depending on selected appliances: 725 kg (excl. appliances)



Foundation and installation requirements:
» The kitchen is free-standing and not fixed to the ground.

= The kitchen requires an outdoor area with sufficient ventilation, flat solid, stable surface
approved by an expert.

® The kitchen must be located at least 0.5m away from combustible material.

* The minimum load-bearing capacity must be 520kg/m2, but must be individually assessed by the
installer to confirm the suitability of the kitchen location.

= Minimum access dimensions: Width - 1000mm and Height - 1970mm.

For any additional questions regarding your Gardenzio kitchen please contact us or your
relevant distributor.

Warranty

2 years warranty on the kitchen frame, cupboard and worktop. All appliances have individual
applicable warranties.
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Robusta Collection — Size Medio

/2N
o e \\ II"\ .-'a , f;ﬁ
N A\Y Y — /
R\
N——
PRODUCT INFORMATION Work top & sides material options:
Materials: . . . = Stone: Kanfanar - 50mm
= Robusta Medio consists of 4 main
elements. = Granite: Steel Grey - 50mm

1. Metal frames (various material options

. . . = Granite: Nero Absolute - 50mm
Worktop and sides (various material

options =  Granite: Vizag Blue - 50mm

3. Cupboard door inlays (various material ] )
. = Granite: Verde Marina - 50mm

options)
4. Selection of appliances =  Granite: Multicolour Red - 50mm
Metal frame material options: Door inlay material options:

= Steel * Wood - European Oak

" Galvanized Steel = Wood — Brazil Nut (IPE)

" Stainless Steel * Wood - Siberian Larch

. . = Laminate — Various options
Frame powder coating options:

= Black (RAL 9005)

= Anthracite (RAL 7016)
»  Grey (RAL 1012)

= Mocha (RAL 7006)

= Latte (RAL 1019)



SPECIFICATION FEATURES

Kitchen modular system
Consists of:
= |ndividual kitchen modules which can be interchanged and joined together, based on the
client’s selected preference.
= The individual cupboard section measurements are: 600mm (I) x 600mm(w) x 850mm(h)
Available sections include:
SKO1 - Single door full height cupboard, with a single shelf.
SK02 — 2 drawers (of the same size) — with or without a cutlery drawer
SK04 — Single door cupboard with a built-in sink
SK19 — Fridge section with wine/storage rack and space for a built-in fridge
SKO5 — Dishwasher section with space for dishwasher

YV VVYVYY

= The cooking section measurements are: 1200(1) x 750mm (w) x 850mm(h)
Available sections include:
» SK16 — Cooking section with cradle for ceramic grill and 1 lower drawer
» SK17 — Cooking section with 2 cupboard doors (vertical)
» SK18 — Cooking section with 2 drawers (horizontal)

Maintenance

= After the kitchen has been used, clean down your kitchen appliances with a soft cloth and warm
(30’C) soapy water (if needed).

= Caustic cleaners, should be avoided at all times.

= Do not use abrasive metal brushes, steel wool or metal scrapers on your appliance surfaces.

= Do not use any soap inside the cooking appliances.

= Wood surfaces can be treated annually with wood oil, to provide the best chance of the wood
keeping its original colour.

= Your kitchen worktop is food hygiene approved and can be cleaned in the same manner as your
kitchen appliances. Use a soft brush or cloth and some soapy water.

= For kitchens near the ocean or salt-water environment, more frequent cleaning and servicing
should be conducted.

Usage
=  Qutdoor
= Undercover/indoor with sufficient ventilation and no more than 2 walls.

Utility requirements
= Allwater and electricity requirements are determined by the selected appliances.
= Utility access is determined by the kitchen location or specific on-site installations.

Delivery / Weight

+* The kitchen and appliances are all delivered in separately and assembled on site.
+ Total kitchen weight, depending on selected appliances: 930 kg (excl. appliances)



Foundation and installation requirements:

» The kitchen is free-standing and not fixed to the ground.

= The kitchen requires an outdoor area with sufficient ventilation, flat solid, stable surface

approved by an expert.

® The kitchen must be located at least 0.5m away from combustible material.

* The minimum load-bearing capacity must be 520kg/m2, but must be individually assessed by the
installer to confirm the suitability of the kitchen location.

= Minimum access dimensions: Width - 1000mm and Height - 1970mm.

For any additional questions regarding your Gardenzio kitchen please contact us or your

relevant distributor.

Warranty

2 years warranty on the kitchen frame, cupboard and worktop. All appliances have individual

applicable warranties.
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Robusta Collection — Size Grande
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PRODUCT INFORMATION

Materials:

Robusta Grande consists of 4 main
elements.

Metal frames (various material options
Worktop and sides (various material
options

Cupboard door inlays (various material
options)

Selection of appliances

Metal frame material options:

= Steel
=  Galvanized Steel

= Stainless Steel

Frame powder coating options:

= Black (RAL 9005)

= Anthracite (RAL 7016)
»  Grey (RAL 1012)

= Mocha (RAL 7006)

Latte (RAL 1019)




Work top & sides material options :

Stone: Kanfanar - 50mm
Granite: Steel Grey - 50mm
Granite: Nero Absolute - 50mm
Granite: Vizag Blue - 50mm
Granite: Verde Marina - 50mm

Granite: Multicolour Red - 50mm

Door inlay material options:

Wood — European Oak
Wood — Brazil Nut (IPE)
Wood —Siberian Larch

Laminate — Various options



SPECIFICATION FEATURES

Kitchen modular system
Consists of:
= |ndividual kitchen modules which can be interchanged and joined together, based on the
client’s selected preference.
= The individual cupboard section measurements are: 600mm (I) x 600mm(w) x 850mm(h)
Available sections include:
SKO1 - Single door full height cupboard, with a single shelf.
SK02 — 2 drawers (of the same size) — with or without a cutlery drawer
SK04 — Single door cupboard with a built-in sink
SK19 — Fridge section with wine/storage rack and space for a built-in fridge
SKO5 — Dishwasher section with space for dishwasher

YV VVYVYY

= The cooking section measurements are: 1200(1) x 750mm (w) x 850mm(h)
Available sections include:
» SK16 — Cooking section with cradle for ceramic grill and 1 lower drawer
» SK17 — Cooking section with 2 cupboard doors (vertical)
» SK18 — Cooking section with 2 drawers (horizontal)

Maintenance

= After the kitchen has been used, clean down your kitchen appliances with a soft cloth and warm
(30’C) soapy water (if needed).

= Caustic cleaners, should be avoided at all times.

= Do not use abrasive metal brushes, steel wool or metal scrapers on your appliance surfaces.

= Do not use any soap inside the cooking appliances.

= Wood surfaces can be treated annually with wood oil, to provide the best chance of the wood
keeping its original colour.

= Your kitchen worktop is food hygiene approved and can be cleaned in the same manner as your
kitchen appliances. Use a soft brush or cloth and some soapy water.

= For kitchens near the ocean or salt-water environment, more frequent cleaning and servicing
should be conducted.

Usage
=  Qutdoor
= Undercover/indoor with sufficient ventilation and no more than 2 walls.

Utility requirements
= Allwater and electricity requirements are determined by the selected appliances.
= Utility access is determined by the kitchen location or specific on-site installations.

Delivery / Weight

+* The kitchen and appliances are all delivered in separately and assembled on site.
+» Total kitchen weight, depending on selected appliances: 1260 kg (excl. appliances)



Foundation and installation requirements:
The kitchen is free-standing and not fixed to the ground.
The kitchen requires an outdoor area with sufficient ventilation, flat solid, stable surface

approved by an expert.

The kitchen must be located at least 0.5m away from combustible material.

The minimum load-bearing capacity must be 520kg/m2, but must be individually assessed by the
installer to confirm the suitability of the kitchen location.

Minimum access dimensions: Width - 1000mm and Height - 1970mm.

For any additional questions regarding your Gardenzio kitchen please contact us or your
relevant distributor.

Warranty

2 years warranty on the kitchen frame, cupboard and worktop. All appliances have individual

applicable warranties.
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Elegante Collection — Size Compatto
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PRODUCT INFORMATION Work top & sides material options :
Materials: = Stone: Kanfanar - 30mm

= Elegante Compatto consists of 4 main «  Granite: Steel Grey - 30mm

elements.

1. Metal frames (various material options = Granite: Nero Absolute - 30mm

2. Wo'rktop and sides (various material - Granite: Vizag Blue - 30mm
options

3. Cupboard door inlays (various material = Granite: Verde Marina - 30mm
options)

. . = Granite: Multicolour Red - 30mm

4. Selection of appliances

= Infinity: Pietra Grey - 20mm

Metal frame material options: " Infinity: Milan Stone - 20mm
= Steel = Infinity: Calacatta Oro - 20mm

= Galvanized Steel

= Stainless Steel

Frame powder coating options: = Latte (RAL 1019)
= Black (RAL 9005)
= Anthracite (RAL 7016)
= Grey (RAL1012)
= Mocha (RAL 7006)



Door inlay material options:

Wood — European Oak
Wood — Brazil Nut (IPE)
Wood - Siberian Larch

Laminate — Various
options



SPECIFICATION FEATURES

Kitchen modular system
Consists of:
= |ndividual kitchen modules which can be interchanged and joined together, based on the
client’s selected preference.
= The individual cupboard section measurements are: 600mm (I) x 600mm(w) x 820mm(h)
Available sections include:
SKO1 - Single door full height cupboard, with a single shelf.
SK02 — 2 drawers (of the same size) — with or without a cutlery drawer
SK04 — Single door cupboard with a built-in sink
SK19 — Fridge section with wine/storage rack and space for a built-in fridge
SKO5 — Dishwasher section with space for dishwasher

YV VVYVYY

= The cooking section measurements are: 1200(1) x 750mm (w) x 820mm(h)
Available sections include:
» SK16 — Cooking section with cradle for ceramic grill and 1 lower drawer
» SK17 — Cooking section with 2 cupboard doors (vertical)
» SK18 — Cooking section with 2 drawers (horizontal)

Maintenance

= After the kitchen has been used, clean down your kitchen appliances with a soft cloth and warm
(30’C) soapy water (if needed).

= Caustic cleaners, should be avoided at all times.

= Do not use abrasive metal brushes, steel wool or metal scrapers on your appliance surfaces.

= Do not use any soap inside the cooking appliances.

= Wood surfaces can be treated annually with wood oil, to provide the best chance of the wood
keeping its original colour.

= Your kitchen worktop is food hygiene approved and can be cleaned in the same manner as your
kitchen appliances. Use a soft brush or cloth and some soapy water.

= For kitchens near the ocean or salt-water environment, more frequent cleaning and servicing
should be conducted.

Usage
=  Qutdoor
= Undercover/indoor with sufficient ventilation and no more than 2 walls.

Utility requirements
= Allwater and electricity requirements are determined by the selected appliances.
= Utility access is determined by the kitchen location or specific on-site installations.

Delivery / Weight
¢ The kitchen and appliances are all delivered in separately and assembled on site.
¢ Total kitchen weight, depending on selected appliances: 775 kg (excl. appliances)



Foundation and installation requirements:

The kitchen is free-standing and not fixed to the ground.

The kitchen requires an outdoor area with sufficient ventilation, flat solid, stable surface
approved by an expert.

The kitchen must be located at least 0.5m away from combustible material.

The minimum load-bearing capacity must be 520kg/m2, but must be individually assessed by the
installer to confirm the suitability of the kitchen location.

Minimum access dimensions: Width - 1000mm and Height - 1970mm.

For any additional questions regarding your Gardenzio kitchen please contact us or your
relevant distributor.

Warranty

2 years warranty on the kitchen frame, cupboard and worktop. All appliances have individual
applicable warranties.
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Elegante Collection — Size Medio
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PRODUCT INFORMATION Work top & sides material options :
Materials: = Stone: Kanfanar - 30mm
= Elegante Medio consists of 4 main «  Granite: Steel Grey - 30mm

elements.
1. Metal frames (various material options = Granite: Nero Absolute - 30mm
2. Wo'rktop and sides (various material = Granite: Vizag Blue - 30mm

options
3. Cupboard door inlays (various material = Granite: Verde Marina - 30mm

options) . )

. . = Granite: Multicolour Red - 30mm
4. Selection of appliances
= Infinity: Pietra Grey - 20mm

Metal frame material options: " Infinity: Milan Stone - 20mm

= Steel = |nfinity: Calacatta Oro - 20mm

» Galvanized Steel

=  Stainless Steel
Frame powder coating options: = Latte (RAL 1019)

= Black (RAL 9005)

= Anthracite (RAL 7016)
= Grey (RAL1012)

= Mocha (RAL 7006)



Door inlay material options:

Wood — European Oak
Wood — Brazil Nut (IPE)
Wood - Siberian Larch

Laminate — Various
options



SPECIFICATION FEATURES

Kitchen modular system
Consists of:
= |ndividual kitchen modules which can be interchanged and joined together, based on the
client’s selected preference.
= The individual cupboard section measurements are: 600mm (I) x 600mm(w) x 820mm(h)
Available sections include:
SKO1 - Single door full height cupboard, with a single shelf.
SK02 — 2 drawers (of the same size) — with or without a cutlery drawer
SK04 — Single door cupboard with a built-in sink
SK19 — Fridge section with wine/storage rack and space for a built-in fridge
SKO5 — Dishwasher section with space for dishwasher

YV VVYVYY

= The cooking section measurements are: 1200(1) x 750mm (w) x 820mm(h)
Available sections include:
» SK16 — Cooking section with cradle for ceramic grill and 1 lower drawer
» SK17 — Cooking section with 2 cupboard doors (vertical)
» SK18 — Cooking section with 2 drawers (horizontal)

Maintenance

= After the kitchen has been used, clean down your kitchen appliances with a soft cloth and warm
(30’C) soapy water (if needed).

= Caustic cleaners, should be avoided at all times.

= Do not use abrasive metal brushes, steel wool or metal scrapers on your appliance surfaces.

= Do not use any soap inside the cooking appliances.

= Wood surfaces can be treated annually with wood oil, to provide the best chance of the wood
keeping its original colour.

= Your kitchen worktop is food hygiene approved and can be cleaned in the same manner as your
kitchen appliances. Use a soft brush or cloth and some soapy water.

= For kitchens near the ocean or salt-water environment, more frequent cleaning and servicing
should be conducted.

Usage
=  Qutdoor
= Undercover/indoor with sufficient ventilation and no more than 2 walls.

Utility requirements
= Allwater and electricity requirements are determined by the selected appliances.
= Utility access is determined by the kitchen location or specific on-site installations.

Delivery / Weight

+* The kitchen and appliances are all delivered in separately and assembled on site.
+ Total kitchen weight, depending on selected appliances: 980 kg (excl. appliances)



Foundation and installation requirements:
» The kitchen is free-standing and not fixed to the ground.

= The kitchen requires an outdoor area with sufficient ventilation, flat solid, stable surface
approved by an expert.

® The kitchen must be located at least 0.5m away from combustible material.

* The minimum load-bearing capacity must be 520kg/m2, but must be individually assessed by the
installer to confirm the suitability of the kitchen location.

= Minimum access dimensions: Width - 1000mm and Height - 1970mm.

For any additional questions regarding your Gardenzio kitchen please contact us or your
relevant distributor.

Warranty

2 years warranty on the kitchen frame, cupboard and worktop. All appliances have individual
applicable warranties.
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Elegante Collection — Size Grande

PRODUCT INFORMATION Work top & sides material options :

Materials: = Stone: Kanfanar - 30mm

= Elegante Grande consists of 4 main = Granite: Steel Grey - 30mm
elements.

1. Metal frames (various material options

2. Worktop and sides (various material
options

3. Cupboard door inlays (various material
options)

4. Selection of appliances

Metal frame material options:
= Steel
= Galvanized Steel

= Stainless Steel

Frame powder coating options:
= Black (RAL 9005)
= Anthracite (RAL 7016)
= Grey (RAL1012)
=  Mocha (RAL 7006)

Granite: Nero Absolute - 30mm
Granite: Vizag Blue - 30mm
Granite: Verde Marina - 30mm
Granite: Multicolour Red - 30mm
Infinity: Pietra Grey - 20mm
Infinity: Milan Stone - 20mm

Infinity: Calacatta Oro - 20mm

Latte (RAL 1019)



Door inlay material options:

Wood — European Oak
Wood — Brazil Nut (IPE)
Wood - Siberian Larch

Laminate — Various
options



SPECIFICATION FEATURES

Kitchen modular system
Consists of:
= |ndividual kitchen modules which can be interchanged and joined together, based on the
client’s selected preference.
= The individual cupboard section measurements are: 600mm (I) x 600mm(w) x 820mm(h)
Available sections include:
SKO1 - Single door full height cupboard, with a single shelf.
SK02 — 2 drawers (of the same size) — with or without a cutlery drawer
SK04 — Single door cupboard with a built-in sink
SK19 — Fridge section with wine/storage rack and space for a built-in fridge
SKO5 — Dishwasher section with space for dishwasher

YV VVYVYY

= The cooking section measurements are: 1200(1) x 750mm (w) x 820mm(h)
Available sections include:
» SK16 — Cooking section with cradle for ceramic grill and 1 lower drawer
» SK17 — Cooking section with 2 cupboard doors (vertical)
» SK18 — Cooking section with 2 drawers (horizontal)

Maintenance

= After the kitchen has been used, clean down your kitchen appliances with a soft cloth and warm
(30’C) soapy water (if needed).

= Caustic cleaners, should be avoided at all times.

= Do not use abrasive metal brushes, steel wool or metal scrapers on your appliance surfaces.

= Do not use any soap inside the cooking appliances.

= Wood surfaces can be treated annually with wood oil, to provide the best chance of the wood
keeping its original colour.

= Your kitchen worktop is food hygiene approved and can be cleaned in the same manner as your
kitchen appliances. Use a soft brush or cloth and some soapy water.

= For kitchens near the ocean or salt-water environment, more frequent cleaning and servicing
should be conducted.

Usage
=  Qutdoor
= Undercover/indoor with sufficient ventilation and no more than 2 walls.

Utility requirements
= Allwater and electricity requirements are determined by the selected appliances.
= Utility access is determined by the kitchen location or specific on-site installations.

Delivery / Weight

+* The kitchen and appliances are all delivered in separately and assembled on site.
++ Total kitchen weight, depending on selected appliances: 1300 kg (excl. appliances)



Foundation and installation requirements:

The kitchen is free-standing and not fixed to the ground.

The kitchen requires an outdoor area with sufficient ventilation, flat solid, stable surface
approved by an expert.

The kitchen must be located at least 0.5m away from combustible material.

The minimum load-bearing capacity must be 520kg/m2, but must be individually assessed by the
installer to confirm the suitability of the kitchen location.
Minimum access dimensions: Width - 1000mm and Height - 1970mm.

For any additional questions regarding your Gardenzio kitchen please contact us or your
relevant distributor.

Warranty

2 years warranty on the kitchen frame, cupboard and worktop. All appliances have individual
applicable warranties.
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International: + 421 918 401 528 hello@gardenzio.com

Gardenzio s.r.o. reserves the right to make technical changes without notice.

N


mailto:ihello@kortadesign.com

G2 — GRANDE "120°

oooof{]

TOP VIEW

\c—= )/ E—
FRONT WIEW SIDE WIEW
G2 — GRANDE '90¢°
" 48( .
1
(“"\
\ o
ﬁ O :
\ ! o
s °
&/
TOF VIEW

FRONT WIEW

SIDE VIEW

@

1308 kg /2866 Ibs






